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 For linking to a compatible induction hob, hybrid hob or gas hob, the hood will
automatically operate at one power level below the maximum power level of the hood
(e.g. if the hood has 4 power levels, the hood will operate at power level 3 etc.) upon
startup of the hob, regardless of the programmed power level of the hob. However,
users are able to manually programme their preferred hood power level after startup
of the hood.

 For linking to a compatible vitroceramic hob, the hood will automatically adjust its
power level to the programmed power settings of the hob in accordance with the
chart below:

Hoods for which maximum power level is “4”

Hoods for which maximum power level is “3”

 Please note that once the hood is linked to a vitroceramic hobs, users will be unable
to manually programme the power levels of the hood. However, users may still adjust
the lights of the hood. For induction and gas hob, users will still be able to manually
programme the power levels of the hood even when linked.

 All linked hoods will automatically power off all functions 35 seconds after the hob
has been switched off to ensure optimal removal of odours and grease in the kitchen.

Vitroceramic Hob Power Setting Linked Hood Matching Power Level

U、1、2 1

3、4、5 2

6、7、8 3

9、A 4

Vitroceramic Hob Power Setting Linked Hood Matching Power Level

U、1、2 1

3、4、5 2

6、7、8、9、A 3
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Auto Linkage system

Set-up the hood and hob linkage via the Low Speed Button on your hood.

 The hood is factory set to non-linked mode.

 If the hood and hob are not linked, operate the hood manually.

 After connecting to AC220-240V power supply, press and hold the Low Speed Button for 3~5
seconds. When the hood “beeps” three times, the linkage mode is activated (if the hood only
“beeps” once, the activation of the linkage mode was unsuccessful. Please try pressing and
holding down the Low Speed Button for 3 seconds again).

 Upon setting the hood in linkage mode, re-connect to AC220-240V and switch on the linkage
compatible hob and activate a cooking zone of the hob within 8 seconds. Only 1 cooking
zone needs to be switched on to initiate linking to the hood. Ensure that the zone’s power
level is of at least level 1. For induction zones, ensure that an induction compatible pot is
placed on the induction zone. If the connection is successful, you will hear five “beep”s. If it
is not heard, it means that the connection was unsuccessful. Please switch off the main
power of the hood, and try again.

 The hood may only be linked to one hob at a time. To re-link the hood to a new hob, simply
install the new hob and undertake the steps outlined above.

 Upon successful linking, the hood and its light(s), decorative light (if have) will be
automatically switched on when the linked hob is switched on. In the event that a linked gas
hob fails to ignite and operate, the hood will automatically cease operations after 35 seconds.
Please note that the timer function is non-operational in linked hoods. To employ the timer
function, please operate the hood on non-linked mode.



Timer
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G.    Charcoal Filter



Ducting VS.Re-circulating mode

You can choose to install the hood as a ducting or recirculating mode:

In the recirculation mode, air is drawn into the hood, fats are trapped by the stainless steel 
filters, the air then passes through charcoal filters to remove cooking odors, the purified air is 
then passes back into the kitchen. In this  mode, both the stainless steel aluminium filters and 
the charcoal filters must be installed.

aluminium

aluminium






